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3.25TYP.

3.25 TYP.

.250-20 UNF THD.   THRU
4 PLACES

4.0 SQUARE FLANGE

5.5

4.4

2.9

4.0

3.1
MIXTURE CONTROL ROTATION 80v
CAN BE CONFIGURED CW OR CCW TO RICH
CCW TO RICH  STANDARD

4.1

1.172 1.172

1.172

1.172

O 2.312

.344 DIA.   THRU
4 PLACES

3.2 SQUARE FLANGE

2.9

FUEL INLET
-6 AN

METERED FUEL OUTLET
-4 AN

THROTTLE 80v TO WIDE OPEN
CCW ROTATION T HE WIDE OPEN

IDLE MIXTURE ADJUSTMENT

IDLE SPEED ADJUSTMENT

MIXTURE LEVER CAN BE SET IN 15 v INCREMENTS

THROTTLE LEVER CAN
BE SET IN 15 v INCREMENTS

NOTES:
1. MAXIMUM INLET FUEL PR ESSURE 90 PSIG.
2. RECOMMENDED OPERATING TEMPERATURE: -50 DEGREES F TO 300 DEGREES F.
3, CARB LOSS: 10" H2O AT 1500 PPH A IRFLOW WITH .0765 AIR DENSITY.

FM-150 FUEL CONTROL
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